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120V pendants

Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

For ordering information, see next page

120V pendants location: 
DAMP

SPECIFICATIONS:
DESCRIPTION
Our Dylan is a large-scale 20” diameter metal shade formed from cold-rolled steel 
and painted in a Black finish, with an unpretentious appearance that is ideal for 
industrial, urban, or farmhouse modern aesthetics.

LAMPING 
30W Integrated source, 120V-277V, 0-10V dimmable, 90+ CRI, 3000°K , 4000 lumens, 
30,000 hours. (Consult factory for 3500°K or 4000°K options)

CONSTRUCTION 
Shade shall be of .030” cold rolled steel with welded seam and painted finish.  
20” DIa. x 18”H

SUSPENSION 
Cable-hung: 1x 10’ aircraft-quality stainless steel cable support with 10’ AWM-type 
cord. Jacket coordinates with metal finish. 5” Dia. canopy is plated stamped steel. 
Black, Satin Nickel or White finish. 

Stem-mount: 4 connectable stem sections (3”, 6”, 12” and 18” lengths) plus 
telescoping piece for up to 3” adjustment, 10’ max. 5” Dia. canopy (with swivel) and 
stem sections are plated steel. Black, Satin Nickel or White finish.

MOUNTING
Installs directly to a 4” octagonal ceiling box. Suitable for sloped ceilings.

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).
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ADDITIONAL STEM SECTIONS: 
additional connecting stems are  
available to increase overall length,  
up to 10’ max. telescoping adjustable 
section allows up to 3” movement.

T20A-BK, SN or WH  adj. section
T203A-BK, SN or WH  3” section
T206A-BK, SN or WH 6” section
T212A-BK, SN or WH  12” section
T218A-BK, SN or WH  18” section

LONGER CORD LENGTHS: 
longer cord length of 15’ available.  
add an “L” to the end of the item  
number, i.e. 1Jc-169707-snL.

PENDANT OPTIONS:

ACCESSORIES:

120V pENDANTS

D y l a n

1kx CABLE-HUNG pENDANT   

	 •		1x	10’	aircraft-quality stainless steel cable

	 •	suitable for sloped ceilings

	 •	1x lampholder 

 •	cord:  10’ awM-type provided 

	 •	Black,	Satin	Nickel	or	White

5”
0.5”

10’

1tt STEM pENDANT  

	 •		swivel at canopy, suitable for sloped ceilings

	 •		includes telescoping section plus 4 connectable stem 
sections, (1x 3”, 1x 6”, 1x 12”, 1x 18”), 10’ max 

	 •	Black,	Satin	Nickel	or	White39” std
10’ max

5”

0.625”

ConneCtion - SHADe oPtion - LAmP oPtion - metAL FiniSH - oPtionS
Cable Fixture DYLAnBK 20” Black LeD* 30W LED, BK Black L 15’ cord

1KX 1 Light DYLAnSL 20” Silver 3000K Sn Satin Nickel Dim010 0-10V Dimming
DYLAnWH 20” White WH White CH Chain-hung

Stem Fixture (consult factory)
1tt 1 Lt. Flat 

E x .  1 k x- DYL A N B k- L E D - B k
D y l a n  Pe n d a n t  w /  B l a c k  S h a d e ,  
B l a c k  F i n i s h

*CCt options available 
(contact factory)


